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2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED
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A. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND R10-4(1) SIGN. !
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R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS CAMP MEADE RD”). DISCONNECT EXISTING | . 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE
PUSHBUTTON ELECTRICAL CABLE AND CONNECT ELECTRICAL CABLE TO NEW PUSHBUTTON. CLEAN EXISTING ‘ { 3 SIGNAL CONTRACTOR.
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PAVEMENT MARKING FOR CROSSWALKS. \ Y F_) I,% g CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER IS
H. REMOVE EXISTING SIDEWALK RAMP AND COMBINATION CURB AND GUTTER. [INSTALL SIDEWALK RAMP (SEE \ =2 OBTAINED. APPROVED BY THE DIRECTOR. OFFICE OF TRAFFIC AND SAFETY.
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